
Technical Information

	» Maximum flow: 5,000 l/s in a single unit.  
Multiple pipe arrangements can accommodate 
higher flows.

	» Maximum drop height:  100 m.

	» No auxilliary air and/or maintenance shafts are 
needed.

	» Stainless steel construction.

	» The inlet, bend and Energy Dissipation Unit 
are specifically designed to eliminate hydraulic 
shock (water hammer) and cavitation.

Hydro-Brake® Drop

Benefits

Drop large amounts of water safely
With Hydro-Brake® Drop flows of up to 5,000 l/s can 
be transferred safely through drop heights of up to 
100 m. The use of multiple pipes can accommodate 
even higher flow rates.

Minimise erosion damage
Hydro-Brake® Drop has been designed using the 
latest computational fluid dynamics to minimise 
erosion and other kinetic damage to expensive or 
important structures. Rigorous real-world testing has 
confirmed that the destructive forces associated with 
cavitation and water hammer have been eliminated.

Control odour and corrosion
Hydro-Brake® Drop incorporates a specially 
designed air switch that draws air through the pipe 
continuously as water flows through the system. This 
entrains air in the water, oxidising odorous gases and 
preventing the release of noxious gases that could 
otherwise cause odour and corrosion problems.

Cut construction costs
The Hydro-Brake® Drop can often be easily retrofitted 
into an existing chamber and its integrated access 
and small pipe sizes reduce excavation cost, shaft 
diameters and the need for a separate access shaft. 

Watch the animation to see how the 
Hydro-Brake® Drop works

https://youtu.be/JuL0jghYenw

Fig.1  View from the top of a Hydro-Brake® Drop

Product Summary

The Hydro-Brake® Drop is a self-activating conveyance and flow 
control system that dissipates the energy of dropping water, enabling 
customers to convey water from great heights while preventing the 
damage and nuisance effects associated with falling water.  

Using vortex technology to minimise erosion, corrosion, noise and 
odour, only Hydro-Brake® Drop benefits from over thirty years of vortex 
flow control expertise.   

Applications

	» Flood control.

	» Sanitary and combined sewer (CSO) systems.

	» Stormwater conveyance.

	» Deep tunnel drainage and sewerage systems.

	» Industrial water conveyance.

Safely convey water or sewage while protecting 
infastructure from damage, vibration, odour and noise

Maintenance

There are no moving parts and no replacement spares are required.  
The Hydro-Brake® Drop is self-activating and is controlled by the 
hydraulics of the system.  Operator involvement should be no more 
than visual monitoring of the system.

https://youtu.be/JuL0jghYenw


Find out how the Hydro-Brake® Drop can 
help you reduce the damage, vibration odour 
and noise of  dropping water or sewage call 
01275 337937 or visit:

https://hydro-int.com/en/products/hydro-brake-
drop

Design and sizing 

We can help you design and size a Hydro-Brake® Drop to your project requirements

Hydro-Brake® Drop brochure F/0623

For free design assistance call 01275 337937 or email  stormwater@hydro-int.com

Patent: hydro-int.com/patents
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How it works

At low flow water passes through the Hydro-Brake® Drop inlet pipe 
and drops as a film, maintaining contact with the inside surface of the 
drop pipe.  This results in the formation of a central air core through 
the drop pipe.  Water then enters the top of the Energy Dissipation 
Unit and exits the system through the sides into the bottom of 
the drop chamber. A weir at the bottom of the chamber creates a 
stilling area to absorb the release of energy from the water exiting 
the Energy Dissipation Unit. This ensures a smooth operation with 
minimal turbulence. At increased flows, the water level in the inlet 
chamber submerges the inlet pipe of the Hydro-Brake® Drop. At this 
stage, air is fed into the Hydro-Brake® Drop via the Air Switch pipe, 
maintaining the stability of the air core and a smooth flow regime. 

If the flow rate continues to increase the water in the upstream inlet chamber rises until it reaches 
the Air Switch, whereupon the system begins to enter the transition to Full Pipe Mode.  At this stage 
any increase in flow has a much lower impact on the upstream water level due to the high flow 
capacity during Full Pipe Mode. The Air Switch pipe is designed to smoothly and efficiently regulate 
the transition phase, dosing the amount of air required to sustain the optimal flow conditions and 
eliminating any glugging or harmful vibrations until the Full Pipe Mode is reached completely and 
there is no more air flow through the system.

Fig.2 Hydro-Brake® Drop how it 
works diagram.

Key Components

1.	 Air Switch - Controls the amount of air entering into the falling flow from the Drop Pipe to eliminate ‘glugging’ and therefore the 
damaging effects of water hammer or hydraulic shock.

2.	 Top Bend - Safely transitions the flow into the vertical section of the pipe. A taper may be required  depending on site 
circumstances.

3.	 Drop Structure - A full depth chamber housing the Drop Pipe, a control weir, maintenance access and the Outlet Structure.

4.	 Energy Dissipation Unit - Developed using the latest scientific 
techniques, this component is designed to disperse the energy created 
by the falling water in addition to effectively preventing erosion and 
controlling the onward flow.

Hydro International, Unit 2, Rivermead Court 
Kenn Business Park, Windmill Road, Kenn
Clevedon, BS21 6FT
Tel: +44 (0)1275 337937 
Email: stormwater@hydro-int.com
Web: hydro-int.com

mailto:stormwater%40hydro-int.com?subject=Hydro-Brake%C2%AE%20Drop%20enquiry
https://hydro-int.com/en/patents
mailto:stormwater%40hydro-int.com?subject=Downstream%20Defender%C2%AE%20Select%20enquiry
https://www.hydro-int.com/en-gb

